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DEHUMIDIFIER 

Does the air in your house feel sticky? 
Do you have a musty, wet or flooded 
basement? A humid garage? Damp 
air – over 60% humidity level – can be 
very uncomfortable and can even be 
damaging to your health and home. 

In cases of high humidity, use a 
dehumidifier to restore are perfect for 
reducing and controlling the humidity 
of your home or business. 

They can:

•  Help reduce allergens by preventing 
mold, dust mites, and mildew growth

•  Prevent structural damage due to  
built-up moisture

•  Reduce energy costs by helping air 
conditioners run more efficiently 

IDEAL FOR:

• Single-Family Homes

• Apartments and Other Rental Units 

• Office Buildings 
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22
 

PINTS
OF WATER
PER DAY

50 PINTS
OF WATER
PER DAY

35 PINTS
OF WATER
PER DAY
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SPACES

MEDIUM
SPACES

LARGE
SPACES
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2PFD22 2PFD35 2PFD50

UPC 8-42149-09093-7 8-42149-09094-4 8-42149-09095-1

CAPACITY (PTS./DAY) 22 35 50

COVERAGE (SQ. FT.) 1,500 3,000 4,500 

EER 1.57 1.9 1.9

FAN SPEEDS 2 2 2

AMPS 2.2 3.25 4.8

WATTS 250 360 515

DECIBELS (HI/LO) 52/46.5 50/48 50/48

BUCKET CAPACITY (PTS.) 6.3 12.7 12.7

UNIT DIMENSIONS (WxHxD) (IN.) 151/2 x 193/4 x 101/4 151/2 x 241/4  x 11 151/2 x 241/4  x 11

PKG. DIMENSIONS (WxHxD) (IN.) 161/2 x 201/2 x 111/2 17 x 26 x 13 17 x 26 x 13

STUFFING QTY. (20'/40'/40' HQ) 432/880/1100 288/582/775 288/582/775

WEIGHT (NET/GROSS) (LBS.) 33/36 39.5/43 42.5/45

MIN. OPERATING TEMP 41°F 41°F 41°F

REFRIGERANT R410A R410A R410A

OUTLET CONFIGURATION
15 AMP 115V 15 AMP 115V 15 AMP 115V
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FLAT PANEL DEHUMIDIFIERS

CONTINUOUS  
DRAINAGE

ADJUSTABLE DIGITAL 
HUMIDISTAT 
Provides precise  
humidity control

AUTOMATIC DEFROST 
prevents evaporator  
from freezing

AUTOMATIC SHUT OFF 
when bucket is full

BUCKET FULL  
INDICATOR

COMFORT MODE  
controls humidity 
based on room  
temperature

SOFT-TOUCH  
Electronic Control 
Panel

ADDITIONAL FEATURES
• Low temperature operation (down to 41˚F)
• 24-hour programmable timer
• Ultra-quiet operation
• Easy roll casters
• Bucket full indicator
• Reusable filter
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DEHUMIDIFIER WITH PUMP

2PFDP50 1PDP60

UPC 8-42149-09013-5 8-42149-09126-2

CAPACITY (PTS./DAY) 50 60

COVERAGE (SQ. FT.) 4,500 5,000

EER 1.9 2.8

FAN SPEEDS 2 2

AMPS 4.8 4.1

WATTS 515 420

DECIBELS (HI/LO) 51/49 59/55

BUCKET CAPACITY (PTS.) 12.7 21

UNIT DIMENSIONS (WxHxD) (IN.) 151/2 x 241/4  x 11 141/4 x 243/4  x 19

PKG. DIMENSIONS (WxHxD) (IN.) 17 x 26 x 13 161/4 x 26 x 20.5

STUFFING QTY. (20'/40'/40' HQ) 288/582/775 183/381/508

WEIGHT (NET/GROSS) (LBS.) 43/46 58/63

MIN. OPERATING TEMP 41°F 41°F

REFRIGERANT R410A R410A

OUTLET CONFIGURATION
15 AMP 115V 15 AMP 115V

FEATURES
•  60-pint capacity dehumidifier covers 

small spaces up to 5,000 sq. ft.

•  Sleek, flat panel design with soft 
touch electronic control pad

•  Adjustable humidistat—bucket full 
indicator

•  Comfort option: Unit controls 
humidity based on room temperature

•  Reusable, washable air filter

•  Environmentally friendly, non-ozone 
depleting R410A refrigerant

•  Minimum operating temperature of 
41°F (5°C)

•  Direct-to-drain feature allows for 
continuous operation (hose not 
included)

•  Water level window

•  Pump feature allows for vertical 
drainage when a floor drain is not 
available 
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1PDP60

2PFDP50

BUILT-IN PUMP 
Continuous vertical drainage 
up to 16' away

ADJUSTABLE DIGITAL  
HUMIDISTAT 
Provides precise  
humidity control

AUTOMATIC DEFROST 
prevents evaporator  
from freezing

AUTOMATIC SHUT OFF 
when bucket is full
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1PAD8

UPC 8-42149-08943-6

CAPACITY (PTS./DAY) 8

COVERAGE (SQ. FT.) 101

FAN SPEEDS 1

AMPS 1.1

WATTS 119

DECIBELS (DB(A)) 41

BUCKET CAPACITY (PTS.) 4.65

UNIT DIMENSIONS (WxHxD) (IN.) 101/4  x 151/2  x 10

STUFFING QTY. (20'/40'/40' HQ) 760/1540/1833

WEIGHT (NET/GROSS) (LBS.) 25/27

REFRIGERANT R134A

OUTLET CONFIGURATION
15 AMP 115V

ADDITIONAL FEATURES
•  Easy to Remove Bucket
• 24-Hour Timer
• Bucket Full Indicator
• Washable, Reusable Filter
•  Soft-Touch Electronic 

Control Panel

CONTINUOUS DRAINAGE
3 ft. hose included

LOW TEMPERATURE OPERATION
Down to 41º

AUTOMATIC  DEFROST
Prevents evaporator from freezing

AUTOMATIC  SHUT-OFF
When bucket is full

WHY GO SMALL? Fits almost anywhere.  Perfect for 

small compact spaces such as attics, bathrooms, 

bedrooms, crawl specs, dorm rooms, mobile homes, 

studio apartments, boats, and RV’s.
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COMPACT DEHUMIDIFIER

1PAD8
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SMART SERIES WI-FI DEHUMIDIFIER

IT’S SMART!
Download an app 
which will notify you 
when it is time to 
empty the bucket. 

which will notify you 

•  Adjust the water level alarm 
from 2 to 25 pints

•  Less pints make it easier 
to empty the bucket

•  More pints make for less 
frequent bucket changes 

35 PINT CAPACITY
•   Tank nests on unit for compact storage

•   Greater stuffi ng capacity = lower freight costs 
(1,000 units per container versus 775 of 
traditional dehum = approx. $1.50 savings per unit)

•   Takes up less shelf space

•   Contactless sensor & app-based monitoring

•   Continuous drainage option

•   Easy carry handle

•   Easy rolling wheels 

1PWND35

UPC 8-42149-09127-9

CAPACITY (PTS./DAY) 35

COVERAGE (SQ. FT.) 1,500

EER 1.57

FAN SPEEDS 2

AMPS 2.75

WATTS 1030

DECIBELS (HI/LO) 52/46.5

BUCKET CAPACITY (PTS.) 25

UNIT DIMENSIONS (WxHxD) (IN.) 151/2 x 193/4 x 101/4 

PKG. DIMENSIONS (WxHxD) (IN.) 163/4 x 21 x 113/4

STUFFING QTY. (20'/40'/40' HQ) 432/880/1100

WEIGHT (NET/GROSS) (LBS.) 33/35

MIN. OPERATING TEMP 41°F

REFRIGERANT R410A

OUTLET CONFIGURATION
15 AMP 115V

R
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FEATURES
• Fixed metal handle

• Polyethylene housing

•  Easy-access slide-out 
washable fi lter

• 25 ft. power cold

• 40 ft. hose for ejector pump

• Heavy duty “never-fl at” tires

•  Built-in duct attachment ring
(hose sold separately)

COMMERCIAL DEHUMIDIFIER

1PACD150 2PACD200

PACDH16SM PACDH16LG

UPC 8-42149-02660-8 8-42149-02736-0

FOR MODELS 1PACD150 / 2PACD200 1PACD250

HOSE LENGTH (FT.) 16 16

HOSE DIAMETER (IN.) 6.75 9

1PACD250

STACKABLE
(2 HIGH)

C
O

M
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1PACD150 2PACD200 1PACD250

UPC 8-42149-02525-0 8-42149-02578-6 8-42149-02610-3

WATER REMOVAL CAPACITY 
(90˚F, 90% RH)

150 pts./Day
(19 gal./Day)

200 pts./Day
(25 gal./Day)

250 pts./Day
(31.25 gal./Day)

WATER REMOVAL CAPACITY 
(80˚F, 60% RH)

85 pts./Day
(9.5 gal./Day)

95 pts./Day
(12 gal./Day)

142 pts./Day
(17.75 gal./Day)

POWER SUPPLY 15AMP 115V 15AMP 115V 15AMP 115V

RATED POWER (W) 810 860 1180

RATED CURRENT (A) 7.3 7.5 10.45

DEFROST TYPE Hot Gas Bypass Hot Gas Bypass Hot Gas Bypass

TIMER (HR.) 1–24 1–24 1–24

OPERATING TEMPERATURE 33˚F–100˚F 33˚F–100˚F 33˚F–100˚F

REFRIGERANT R410A R410A R410A

WEIGHT (NET/GROSS) (LBS.) 81/90 97/106 137/147

PRODUCT SIZE (WxHxD) (IN.) 20 x 32 x 19 21 x 321/2 x 20 21 x 38 x 22

PACKAGE SIZE (WxHxD) (IN.) 22 x 34 x 21 231/2 x 35 x 22 2313/16 x 40 x 25

DRAIN HOSE LENGTH (FT.) 40 40 40

WASHABLE AIR FILTER Yes Yes Yes



WINDOW AC
Staying cool in the summer should be easy and 
affordable — that’s where a window AC comes 
into play. Window ACs are the perfect solution 
for spaces that do not have central air or where 
central air just isn’t cutting it.

IDEAL FOR:

• Apartments, Condos and Townhouses

• Sun rooms, Bedrooms, and Living Rooms 

• Schools and Other Public Facilities  

• Offices 

3 MEASURE WINDOW OPENING 
(HEIGHT & WIDTH)

COMPATIBLE AC MODELS BASED ON OUTLET CONFIGURATION BELOW: 

HEIGHT 
13” minimum

WIDTH
23”minimum
36”maximum

4 CHECK ELECTRICAL 
REQUIREMENTS

COMPATIBLE OUTLET WITH THIS DEVICE:

15A~115V

   
18,000 BTU

   
25,000 BTU

   
28,000 BTU

15A~230V 30A~230V20A~230V

SQ. FT. BTUs

150
250
350
450
550
700

1,000
1,500
2,000

5,000
6,000
8,000

10,000
12,000
15,000
18,000
25,000
28,500

1 MEASURE ROOM AREA 2 MATCH ROOM SIZE 
WITH CORRECT BTU

CALCULATE THE SQUARE FOOTAGE
Room length × Room width = Sq. ft.

3 MEASURE WINDOW OPENING 
(HEIGHT & WIDTH)

COMPATIBLE AC MODELS BASED ON OUTLET CONFIGURATION BELOW: 

HEIGHT 
13” minimum

WIDTH
23”minimum
36”maximum

4 CHECK ELECTRICAL 
REQUIREMENTS

COMPATIBLE OUTLET WITH THIS DEVICE:

15A~115V

   
18,000 BTU

   
25,000 BTU

   
28,000 BTU

15A~230V 30A~230V20A~230V

SQ. FT. BTUs

150
250
350
450
550
700

1,000
1,500
2,000

5,000
6,000
8,000

10,000
12,000
15,000
18,000
25,000
28,500

1 MEASURE ROOM AREA 2 MATCH ROOM SIZE 
WITH CORRECT BTU

CALCULATE THE SQUARE FOOTAGE
Room length × Room width = Sq. ft.

8



9

5PMC5000 4PNC6000 4PNC8000 4PNC10000 4PNC12000

UPC 8-42149-02853-4 8-42149-02540-3 8-42149-02536-6 8-42149-02537-3 8-42149-02538-0

POWER SUPPLY (V) 115 115 115 115 115

COOLING CAPACITY (BTU) 5,000 6,000 8,000 10,000 12,000

COVERAGE (SQ. FT.) 100 –150 150 –250 300 –350 400–4250 450–500

EER 11.1 11.1 10.9 10.9 10.9

ENERGY STAR RATED No No No No No

FAN SPEEDS (COOL/FAN) 2/2 3/3 3/3 3/3 3/3

AMPS 4.0 5.0 6.5 8.0 9.5

WATTS 454 536 734 905 1,100

DECIBELS (HI/MI/LO) 55/51 56/54/52 59/57/55 59/55/53 61/59/58

WINDOW WIDTH (MIN./MAX.) (IN.) 23/36 23/36 23/36 23/36 23/36

WINDOW HEIGHT (MIN.) (IN.) 13 13 14 151/2 151/2

UNIT DIMENSIONS (WxHxD) (IN.) 16 x 121/4 x 131/4 16 x 12  x 131/4 181/2 x 131/2  x 153/4 19 x 143/4 x 211/2 19 x 143/4 x 211/2

PKG. DIMENSIONS (WxHxD) (IN.) 18 x 15 x 151/2 18 x 143/4 x 151/4 213/4 x 143/4 x 18 22 x 17 x 231/4 22 x 17 x 231/4

STUFFING QTY. (20'/40'/40' HQ) 468/918/1050 461/947/1050 630/735 190/410/498 190/410/498

WEIGHT (NET/GROSS) (LBS.) 36/40 48/52 46/52 60/68 47/54

REFRIGERANT R32 R32 R32 R32 R32

OUTLET CONFIGURATION
15 AMP 115V 15 AMP 115V 15 AMP 115V 15 AMP 115V 15 AMP 115V

6K, 8K, 10K, 12K BTU 
WINDOW AC
• Electronic controls

•  Full range air direction control

•  Temperature output range of 62°F–86°F 
(17°C–30°C)

• Auto, Sleep, Dry & Energy Saver modes

• Full function remote control

• 24-hour timer

• Auto restart function

• Tilt-out fi lter access

• Window mounting kit

WINDOW AC

5K WINDOW AC
• Adjustable temperature settings

• Slide-out washable fi lter

• 2-speed rotary dials  

• 2-way air direction control 

• Window mounting kit

5PMC5000 4PNC6000, 4PNC8000, 4PNC10000, 4PNC12000
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5PAC5000, 5PAC6000, 5PAC8000

WINDOW AC

15 AMP 115V

5PAC5000 5PAC6000 5PAC8000 6PAC10000 6PAC12000

UPC 8-42149-02882-4 8-42149-02855-8 8-42149-02856-5 8-42149-02857-2 8-42149-02861-9

POWER SUPPLY (V) 115 115 115 115 115

COOLING CAPACITY (BTU) 5,000 6,000 8,000 10,000 12,000

COVERAGE (SQ. FT.) 100 –150 150–250 300–350 400–450 450–550

EER 12.2 12.2 12.0 12.0 12.0

ENERGY STAR RATED Yes Yes Yes Yes Yes

FAN SPEEDS (COOL/FAN) 3/3 3/3 3/3 3/3 3/3

AMPS 3.8 4.5 5.9 7.5 8.7

WATTS 410 490 666 833 1000

DECIBELS (HI/LO) 56/53/51 56/54/52 60/59/56 59/58/54 60/57/54

WINDOW WIDTH (MIN./MAX.) (IN.) 23/36 23/36 23/36 23/36 23/36

WINDOW HEIGHT (MIN.) (IN.) 13 14 14 151/2 151/2

UNIT DIMENSIONS (WxHxD) (IN.) 16 x 121/4 x 131/4 183/4 x 131/2 x 153/4 181/2 x 131/2 x 153/4 19 x 143/4 x 211/2 19 x 143/4 x 211/2

PKG. DIMENSIONS (WxHxD) (IN.) 18 x 15 x 151/2 213/4 x 15 x 18 221/4 x 15 x 18 22 x 17 x 231/4 22 x 17 x 231/4

STUFFING QTY. (20'/40'/40' HQ) 461/947/1050 312/630/735 312/630/735 185/390/468 185/390/468

WEIGHT (NET/GROSS) (LBS.) 39/44 42/49 47/54 58/64 68/75

REFRIGERANT R32 R32 R32 R32 R32

OUTLET CONFIGURATION
15 AMP 115V 15 AMP 115V 15 AMP 115V 15 AMP 115V 15 AMP 115V

5K, 6K, 8K, 10K, 12K BTU 
WINDOW AC
• Electronic controls

•  Full range air direction control (2-way air 
direction control on 5PAC5000)

•  Temperature output range of 62°F–86°F 
(17°C–30°C)

• Auto, Sleep, Dry & Energy Saver modes

• Full function remote control

• 24-hour timer

• Auto restart function

•  Tilt-out fi lter access (5PAC5000, 
5PAC6000, 5PAC8000)

•  Slide-out fi lter access (6PAC10000, 
6PAC12000)

• Window mounting kit

•  Follow Me function: remote thermostat 
feature for total room coverage

6PAC10000, 6PAC12000
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15K, 18K, 25K BTU
WINDOW AC 
• Electronic controls

• Full range air direction control

•  Temperature output range of 62°F–86°F (17°C–30°C)

• Auto, Sleep, Dry & Energy Saver modes

• Full function remote control

• Auto restart function

• Tilt-out fi lter access

• Window mounting kit

•  Follow Me function remote thermostat feature 
for total room coverage

10,000K BTU
SLIDER CASEMENT WINDOW AC
• Electronic controls

• Full range air direction control

•  Temperature output range of 62°F–86°F (17°C 30°C)

• Auto, Sleep, Dry & Energy Saver modes

• Full function remote control

• Auto restart function

• Slide-out fi lter access

• Window mounting kit

•  Follow Me function remote thermostat feature
for total room coverage

SLIDER CASEMENT & WINDOW AC

3PASC10000 5PAC15000 5PAC18000 5PAC25000

UPC 8-42149-02422-2 8-42149-02863-3 8-42149-09110-1 8-42149-09111-8

POWER SUPPLY (V) 115 115 115 115

COOLING CAPACITY (BTU) 10,000 15,100 18,000 25,000

COVERAGE (SQ. FT.) 400–450 550–700 700–1,000 1,400–1,500

EER 10.4 11.8 11.8 10.3

ENERGY STAR RATED No Yes Yes Yes

FAN SPEEDS (COOL/FAN) 3/3 3/3 3/3 3/3

AMPS/WATTS 8.5 11.5 7.0/7.5 10.8/11.8

WATTS 961 1,279 1,525/1,500 2,427/2,398

DECIBELS (HI/MI/LO) 61/58/56 56/54/53 60/57/54 63/62/62

WINDOW WIDTH (MIN./MAX.) (IN.) 151/2/161/3 28/401/2 28/401/2 31/42

WINDOW HEIGHT (MIN.) (IN.) 211/3 181/2 181/2 191/2

UNIT DIMENSIONS (WxHxD) (IN.) 143/4 x 231/2 x 21 233/4 x 18 x 251/2 233/4 x 18 x 251/2 261/2 x 183/4 x 261/2

PKG. DIMENSIONS (WxHxD) (IN.) 181/2 x 263/4 x 23 26 x 191/2 x 30 253/4 x 193/4 x 291/2 291/2 x 201/4 x 31

STUFFING QTY. (20'/40'/40' HQ) 164/344/344 96/216/270 96/216/270 84/184/225

WEIGHT (NET/GROSS) (LBS.) 77/89 101/118 114/132 137/153

REFRIGERANT R410A R32 R32 R32

OUTLET CONFIGURATION
15 AMP 115V 15 AMP 115V 15 AMP 230V 20 AMP 230V

3PASC10000 5PAC15000, 5PAC18000, 5PAC25000
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8K, 12K, 18K, 25K BTU 
WINDOW AC WITH ELECTRIC HEAT
• Electronic controls

• Full range air direction control

• Temperature output range of 62°F–86°F (17°C–30°C)

• Auto, Sleep, Dry & Energy Saver modes

• Full function remote control

• Auto restart function

• Tilt-out fi lter access

• Window mounting kit

•  Follow Me function: remote thermostat feature
for total room coverage

Soft-touch 
electronic 
controls with 
LED display 

3PACH8000, 3PACH12000

3PACH18000, 3PACH25000

3PACH8000 3PACH12000 3PACH18000 3PACH25000

UPC 8-42149-02463-5 8-42149-02421-5 8-42149-02426-0 8-42149-02427-7

POWER SUPPLY (V) 115 208/230 208/230 208/230

COOLING CAPACITY (BTU) 8,000 12,000/11,600 18,500/18,200 25,000/24,700

HEATING CAPACITY (BTU) 3,500 11,000 16,000 16,000

TOTAL COVERAGE (SQ. FT.) 300–350 450–550 700–1,000 1,400–1,500

EER 10.9 10.9 10.7 9.4

FAN SPEEDS (COOL/FAN/HEAT) 3/3/1 3/3/1 3/3/1 3/3/1

RATED CURRENT (A) (COOL) 6.4 5.0/5.2 7.7/8.3 11.3/12.4

RATED CURRENT (A) (HEAT) 11.7 15.2 21.8 22.0

RATED INPUT (W) (COOL) 734 1,100/1,064 1,729/1,701 2,660/2,628

RATED INPUT (W) (HEAT) 1,220 3,600 4,800 4,800

DECIBELS (HI/MI/LO) 58/55/52 61/58/55 60/57/54 63/61/58

WINDOW WIDTH (MIN./MAX.) (IN.) 27/36 27/36 28/401/2 31/42

WINDOW HEIGHT (MIN.) (IN.) 161/2 161/2 181/2 191/2

UNIT DIMENSIONS (WxHxD) (IN.) 223/4 x 161/4 x 231/4 223/4 x 161/4 x 231/4 233/4 x 18 x 251/2 261/2 x 183/4 x 263/4

PKG. DIMENSIONS (WxHxD) (IN.) 25 x 171/4 x 28 251/4 x 171/4 x 28 251/2 x 20 x 30 311/2 x 201/2 x 293/4

STUFFING QTY. (20'/40'/40' HQ) 135/270/324 135/270/324 96/216/270 84/184/225

WEIGHT (NET/GROSS) (LBS.) 76/86 84/99 118/133 137/153

REFRIGERANT R410A R410A R410A R410A

OUTLET CONFIGURATION
15 AMP 115V 20 AMP 230V 15 AMP 230V 15 AMP 230V

WINDOW AC WITH ELECTRIC HEAT



13

11,600, 17,300 BTU 
WINDOW AC WITH HEAT PUMP
• Electronic controls

• Full range air direction control

•  Temperature output range of 62°F–86°F 
(17°C–30°C)

• Auto, Sleep, Dry & Energy Saver modes

• Full function remote control

•  24-hour timer

• Window mounting kit

• Auto restart function

• Easy fi lter access

2PAHP12002 2PAHP18002

UPC 8-42149-02677-6 8-42149-02684-4

POWER SUPPLY (V) 208/230 208/230

COOLING CAPACITY (BTU) 11,600/11,200 17,300/17,000

HEATING CAPACITY (BTU) 10,200/9,900 14,300/14,000

TOTAL COVERAGE (SQ. FT.) 450–550 700–1,000

EER 9.9 9.9

FAN SPEEDS (COOL/FAN/HEAT) 3/3/3 3/3/3

RATED CURRENT (A) (COOL) 5.3/5.1 7.8/7.3

RATED CURRENT (A) (HEAT) 5.3/5.1 7.0/6/5

RATED INPUT (W) (COOL) 1,170/1,130 1,750/1,720

RATED INPUT (W) (HEAT) 1,150/1,110 4,190/4,100

DECIBELS (HI/MI/LO) 62/60/58 62/60/58

WINDOW WIDTH (MIN./MAX.) (IN.) 27/39 30/38

WINDOW HEIGHT (MIN.) (IN.) 161/4 171/2

UNIT DIMENSIONS (WxHxD) (IN.) 223/4 x 151/2 x 233/4 26 x 17 x 273/4

PKG. DIMENSIONS (WxHxD) (IN.) 26 x 171/4 x 271/2 291/2 x 201/4 x 361/2

STUFFING QTY. (20'/40'/40' HQ) 120/270/324 72/152/190

WEIGHT (NET/GROSS) (LBS.) 97/110 141/159

REFRIGERANT R410A R410A

OUTLET CONFIGURATION
20 AMP 230V 20 AMP 230V

2PAHP12002

2PAHP18002

WINDOW AC WITH HEAT PUMP
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1PACU8000 1PACU10000 1PACU12000

UPC 8-42149-09087-6 8-42149-09088-3 8-42149-09089-0

POWER SUPPLY (V) 115 115 115

COOLING CAPACITY (BTU) 8,000 10,000 12,000

COVERAGE (SQ. FT.) 172 215 247

EER 11.26 11.26 10.54

ENERGY STAR RATED Yes Yes Yes

FAN SPEEDS (COOL/FAN) 3 3 3

AMPS 8.78 9.97 12.67

WATTS 720 890 1140

DECIBELS (HI/LO) 47/33 51/36 52/39

WINDOW WIDTH (MIN./MAX.) (IN.) 23/36 23/36 23/36

WINDOW HEIGHT (MIN.) (IN.) 19.5 19.5 19.5

UNIT DIMENSIONS (WxHxD) (IN.) 191/4 x 131/2 x 22 191/4 x 131/2 x 22 191/4 x 131/2 x 22

PKG. DIMENSIONS (WxHxD) (IN.) 211/4 x 151/4 x 241/4 211/4 x 151/4 x 241/4 211/4 x 151/4 x 241/4

STUFFING QTY. (20'/40'/40' HQ) 228/492/574 228/492/574 228/492/574

WEIGHT (NET/GROSS) (LBS.) 55.75/68.25 57/69.25 59/71

REFRIGERANT R32 R32 R32

OUTLET CONFIGURATION
15 AMP 115V 15 AMP 115V 15 AMP 115V

FLEXIBLE WINDOW 
OPENING FOR FRESH AIR

EASY INSTALLATION

UNIQUE 
U-SHAPED 

DESIGN 
allows open/close 

window usage

FLEXIBLE WINDOW OPENING
The U-shaped design makes opening 
and closing your windows possible 
even while installed.

EXTREME QUIET
The U-shaped design blocks noise 
coming from the compressor outside, 
allowing ultra-quiet operation as low 
as 42dB.

INVERTER TECHNOLOGY
 Patented technology achieves more 
than 35% energy savings and more 
precise temperature control* compared 
to traditional AC units. 

QUICK & EASY INSTALLATION
Includes a quick-snap support 
bracket** and can be installed in 3 
simple steps.  

 WIRELESS SMART CONTROL 
Works with Google Assistant and 
Amazon Alexa, so you can control with 
voice commands. Or, control with your 
smartphone. Includes remote control. 

  *Compared to Federal minimum requirement.

** For single or double hung windows 23"- 36"; 
Minimal height of 14".

SCAN THE QR CODE 
BELOW OR VIEW AT: 

https://youtu.be/udKUExxVuww

U-SHAPED SMART WINDOW AC



HOW TO CHOOSE THE RIGHT  AIR
CONDITIONER FOR YOUR ROOM

1 MEASURE ROOM AREA

SQ. FT. BTUs

150
250
350
450
550
700

1,000
1,500
2,000

5,000
6,000
8,000

10,000
12,000
15,000
18,000
25,000
28,500

2 MATCH ROOM SIZE
WITH CORRECT BTU

THRU-THE-WALL
Thru-the-wall ACs, similar to window ACs, are self-
contained units that can quickly cool a space, or add 
supplemental heat. Thru-the-wall units are installed 
in exterior walls and use a wall sleeve for support. 
They’re a great solution for people with existing 
thru-the-wall infrastructure or someone looking for 
a cooling solution that will not obstruct parts of a 
window.

Perfect Aire thru-the-walls do so much more than 
cool. Our units all feature follow-me remotes that 
allow you to control temperature anywhere in the 
room and multiple, convenient functions like auto, 
sleep, dry and energy saver mode. Even better, some 
of units offer supplemental electric heat strips for 
cold days or year-round use. 

IDEAL FOR:

• Apartments

• Condominiums

• Dorms

• Offices

• Assisted Living Facilities 

15
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4PATW8000 4PATW10000 4PATW10002 4PATW12000 4PATW12002 3PATW14002

UPC 8-42149-02564-9 8-42149-02565-6 8-42149-02566-3 8-42149-02567-0 8-42149-02568-7 8-42149-02569-4

POWER SUPPLY (V) 115 115 208/230 115 208/230 208/230

COOLING CAPACITY (BTU) 8,000 10,000 10,000 12,000 12,000 14,000

COVERAGE (SQ. FT.) 300–350 400–450 400–450 450–550 450–550 550  –700

EER 10.6 10.6 10.6 10.5 10.5 9.3

ENERGY STAR RATED Yes Yes Yes Yes Yes No

FAN SPEEDS (COOL/FAN) 3/3 3/3 3/3 3/3 3/3 3/3

AMPS 7.0 8.3 4.5/4.8 10.0 5.6 6.9

WATTS 754 943 943/924 1,142 1,142/1,114 1,505

DECIBELS (HI/MI/LO) 57/54/52 57/55/53 58/56/54 61/59/57 61/59/57 61/60/59

INTERIOR TRIM KIT INCLUDED Yes Yes Yes Yes Yes Yes

FITS STANDARD
WALL SLEEVES Yes Yes Yes Yes Yes Yes 

UNIT DIMENSIONS (WxHxD) (IN.) 241/4 x 141/2 x 201/4 241/4 x 141/2 x 201/2 241/4 x 141/2 x 201/2 241/4 x 141/2 x 201/2 241/4 x 141/2 x 201/2 241/4 x 141/2 x 201/2

PKG. DIMENSIONS (WxHxD) (IN.) 28 x 17 x 27 28 x 17 x 27 28 x 17 x 27 28 x 17 x 27 28 x 17 x 27 28 x 17 x 27

STUFFING QTY. (20'/40'/40' HQ) 120/255/306 120/255/306 120/255/306 120/255/306 120/255/306 120/255/306

WEIGHT (NET/GROSS) (LBS.) 65/78 68/81 69/81 76/88 78/88 78/89

REFRIGERANT R410A R410A R410A R410A R410A R410A

OUTLET CONFIGURATION
15 AMP 115V 15 AMP 115V 15 AMP 230V 15 AMP 115V 15 AMP 230V 15 AMP 230V

8K, 10K, 12K, 14K BTU 
THRU-THE-WALL AC
• Electronic controls

• Full range air direction control

•  Temperature output range of 62°F–86°F 
(17°C–30°C)

• Auto, Sleep, Dry & Energy Saver modes

• Full function remote control

• 24-hour timer

• Auto restart function

• Slide-out fi lter access

•  Follow Me function remote thermostat 
feature for total room coverage

STANDARD WALL SLEEVE 
WITH FRONT AND REAR PANELS 

PAWS1
UPC 8-42149-02312-6

PAWS2
UPC 8-42149-09069-2

THRU-THE-WALL WINDOW AC

EASY INSTALLATION
SNAP FIT DESIGN
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10K, 12K, 14K BTU 
THRU-THE-WALL AC
WITH ELECTRIC HEAT
• Electronic controls

• Full range air direction control

•  Temperature output range of  62°F–86°F 
(17°C–30°C)

• Auto, Sleep, Dry & Energy Saver modes

• Full function remote control

• 24-hour timer

• Auto restart function

• Slide-out fi lter access

•  Follow Me function remote thermostat 
feature for total room coverage

3PATWH10002 3PATWH12002 3PATWH14002

UPC 8-42149-02417-8 8-42149-02418-5 8-42149-02419-2

POWER SUPPLY (V) 208/230 208/230 208/230

COOLING CAPACITY (BTU) 10,000/9,800 12,000/11,700 14,000/13,600

HEATING CAPACITY (BTU) 10,600/8,600 10,600/8,600 10,600/8,600

COVERAGE (SQ. FT.) 400–450 450–550 550  –700

EER 9.6 9.5 9.5

FAN SPEEDS (COOL/FAN/HEAT) 3/3/1 3/3/1 3/3/1

RATED CURRENT (A)(COOL) 5.0 5.9 7.5

RATE CURRENT (A)(HEAT) 15.0 15.0 15.0

RATED INPUT (W)(COOL) 1,042/1,021 1,263/1,232 1,505/1,431

 RATED INPUT (W)(HEAT) 3,450/2,821 3,450/2,821 3,450/2,821

DECIBELS (HI/MI/LO) 57/55/53 61/59/57 61/60/59

INTERIOR TRIM KIT INCLUDED Yes Yes Yes

FITS STANDARD 
WALL SLEEVES Yes (sold separately) Yes (sold separately) Yes (sold separately)

UNIT DIMENSIONS (WxHxD) (IN.) 241/4 x 141/2 x 201/2 241/4 x 141/2 x 201/2 241/4 x 141/2 x 201/2

PKG. DIMENSIONS (WxHxD) (IN.) 28 x 17 x 263/4 28 x 17 x 263/4 28 x 17 x 263/4

STUFFING QTY. (20'/40'/40' HQ) 120/255/306 120/255/306 120/255/306

WEIGHT (NET/GROSS) (LBS.) 69/86 78/89 78/88

REFRIGERANT R410A R410A R410A

OUTLET CONFIGURATION
20 AMP 230V 20 AMP 230V 20 AMP 230V

FU
LL

 S
YS

TE
M

THRU-THE-WALL WINDOW AC WITH ELECTRIC HEAT
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ACBR200

ACBR200

UPC 8-42149-09092-0

ITEM DIMENSIONS (WxHxD) (IN.) 26.0 x 16.5 x 7.0

ITEM WEIGHT (LBS.) 13.0

PACKAGE DIMENSIONS (WxHxD) (IN.) 25.0 x 17.0 x 5.0

PACKAGE WEIGHT (LBS.) 13.3

MASTER CASE PACK QUANTITIES 4 pcs.

PALLET QUANTITY (CASES/PCS.) 8 / 32

WINDOW AC ACCESSORIES

FEATURES
• Reduces pressure and weight on window sill

•  For single or double hung windows only,  
24 to 38 inches wide

• Easy to install, no drilling required

• Commercial duty—supports up to 200 lbs.

• Commonly used with units up to 25,000 BTU

• Fits wall thickness from 4 to 11 inches

EASY INDOOR INSTALLATION
•  Minimizes risk of damage to window,  

exterior wall, or siding

• All necessary hardware included

• Durable and weather-resistant

PERFECT FOR 
SECOND STORY 

WINDOWS 
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PORTABLE AC
Wishing your air conditioner could follow you from room 
to room? Portable ACs do just that. Perfect for quick 
cooling, temporary use or supplemental cooling, portable 
ACs are compact coolers that can be rolled from room 
to room. Portable ACs use a window vent hose for any 
necessary ventilation, which can be installed in exterior 
windows or sliding doors. 

IDEAL FOR:

• Bedrooms, Living Rooms and Kitchens 

• Restaurants and Shops 

• Vacation Homes, Mobile Homes, and RVs

• Garages and Workshops

• Factories and Warehouses 

• Dorms

• Offices
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2PORT9000A 2PORT10000A 2PORT12000 2PORT14000

UPC 8-42149-09096-8 8-42149-09097-5 8-42149-09099-9 8-42149-09100-2

POWER SUPPLY (V) 115 115 115 115

COOLING CAPACITY (BTU) 9,000 10,000 12,000 14,000

COOLING CAPACITY (BTU) (SACC) 5,300 7,000 6,500 8,200

ROOM COVERAGE (SQ. FT.) 190 215 245 290

CEER 6.5 6.9 6.7 7.3

FAN SPEEDS (COOL/FAN) 2/2 2/2 3/3 3/3

AMPS/WATTS 6.75/760 8.5/950 8.5/670 10/1,112

DECIBELS (HI/LO) 55/52 55/51 58/54/53 55/54/53

VENT HOSE LENGTH (IN.) 597 59 59 59

UNIT DIMENSIONS (WxHxD) (IN.) 14 x 273/4 x 133/4 14 x 273/4 x 133/4 171/4 x 281/2 x 131/2 181/4 x 303/4 x 143/4

PKG. DIMENSIONS (WxHxD) (IN.) 16 x 341/2 x 15 16 x 341/2 x 15 183/4 x  341/4 x 161/4 201/4 x 343/4 x 171/2

STUFFING QTY. (20'/40'/40' HQ) 174/356/498 174/356/498 140/282/419 110/228/337

WEIGHT (NET/GROSS) (LBS.) 49/58 53/62 57/67 69/80

REFRIGERANT R32 R32 R32 R32

OUTLET CONFIGURATION
15 AMP 115V 15 AMP 115V 15 AMP 115V 15 AMP 115V

9K, 10K, 12K BTU
PORTABLE AC
• Electronic controls

•  Temperature output range of 62°F–86°F 
(17°C–30°C)

• Bucketless drain system  

• Auto restart function 

• Easy to install & operate 

• Sleep mode

• Easy access washable fi lter 

• Full function remote control

• Easy roll casters 

• Variable cooling speeds

• Slider kit & quick connect vent hose included

•  Follow Me function remote thermostat 
feature for total room coverage

• CEC Compliant

QUICK CONNECT INSTALLATION KIT 
(INCLUDED WITH ALL PORTABLE UNITS)

INSULATION FOAM STRIPS FOR USE:
• BETWEEN SLIDER & WINDOW
• BETWEEN WINDOWS

WINDOW SLIDER  WITH EXHAUST OPENING 57" EXHAUST HOSE

PORTABLE AC

2PORT9000A 
2PORT10000A

2PORT12000 
2PORT14000
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PORTABLE AC REPLACEMENT WINDOW EXHAUST KIT

PORTV513
UPC 8-42149-09123-1

• Fits most portable ACs 

• Replaces 5.13 in. diameter exhaust hose

PORTV592
UPC 8-42149-09124-8

• Fits most portable ACs 

• Replaces 5.92 in. diameter exhaust hose

FEATURES
•  Replacement window vent kit with hose, 

adapter, and sealing board

•  Works with clockwise and counterclockwise 
hoses

•  Connects to existing coupler on back of 
portable ACs

REPLACEMENT KIT INCLUDES

1 Hose (59 in.)
(Original portable air conditioner hose collar required)

1 Hose Adapter

2 Sealing Boards and 1 Locking Pin

THESE KITS FIT SINGLE-HUNG, DOUBLE-HUNG 
OR SLIDING WINDOWS
Fits window openings: 

Horizonal (in.): 61/2(H) x 261/2-48(W) 
Vertical (in.): 261/2-48(H) x 61/2(W)
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Within one hour, 
a room is 7˚F 

cooler than with 
a traditional 
portable AC.

TEMPERATURE DROP

20 MIN 40 MIN 60 MIN

TRADITIONAL MODEL (12K) 4.2˚F 4.4˚F 5˚F

1PORTVP12000 9.3˚F 10.8˚F 12˚F

• Energy effi cient to save money

• Cold air blows up to 29'

•  Fresh air intake and exhaust hose retracts into unit 

• Cooling and heating combined into one unit

PORTABLE AC

FRESH AIR INTAKE 
and exhaust
hose retracts 
into unit

COMBINED FRESH AIR INTAKE 
AND EXHAUST HOSE

•  Pulls in fresh air from outdoors and exhausts hot 
air outside. 

•  Innovative two-hose in one design and sealed 
bottom structure ensure no heat leakage.

• Eliminates multiple hose bends.

FINALLY—A PORTABLE AC THAT 
COOLS A ROOM QUICKLY!

TRADITIONAL EXHAUST HOSE
•  Provides no fresh air intake, pulling  

conditioned air from inside and exhausting 
outside through a hose.

•  Room is under negative pressure, so hot air 
from outside seeps in.

•  Has multiple bends which reduces airfl ow.
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WI-FI
ENABLED 
voice 
connected

FOLLOW ME
REMOTE 
CONTROL 
acts as a 
portable 
thermostat

1PORTVP12000

UPC 8-42149-09115-6

POWER SUPPLY (V) 115

COOLING CAPACITY (BTU) 14,000

COOLING CAPACITY (SACC) 12,000

HEATING CAPACITY (BTU) 12,000

SACC COVERAGE (SQ. FT.) 245

CEER 8.37

ENERGY STAR RATED No

FAN SPEEDS (COOL/FAN/HEAT) hi / mi /lo

AMPS 12

 WATTS (HEAT) 1,300

DECIBELS (HI/MI/LO) 59/49.5/42

UNIT DIMENSIONS (WxHxD) (IN.) 191/2 x 163/4 x 321/2

PKG. DIMENSIONS (WxHxD) (IN.) 201/2 x 181/2 x 35

STUFFING QTY. (20'/40'/40' HQ) 98/200/310

WEIGHT (NET/GROSS) (LBS.) 76.3/87.74

REFRIGERANT R32/16.2

REMOTE CONTROL Yes

OUTLET CONFIGURATION
15 AMP 115V

ADDITIONAL FEATURES
• Electronic controls

•  Dry mode function (acts as dehumidifer)

• Auto-swing louver

• Bucketless drain system

• Auto restart function

• Sleep mode

•  Auto mode (selects cool/heat/fan 
depending on the selected temperature)

• Easy access washable fi lter

• Full function remote control 

• Variable cooling speeds

• Eco-friendly R32 refrigerant

• Fresh air intake

• Easy roll casters

• CEC Compliant

PORTABLE AC



24

INSTANT COOLING
NO COSTLY INSTALLATION
REDUCE MOISTURE AND HUMIDITY  

PORTABLE AC

FEATURES
 •  Exhaust fan dissipates heat for added comfort

•  Auto shut off when the tank is full

 • Heavy duty casters for easy transport

 •  Compressor overload shut-off protection

• Washable, reusable air fi lter

•  Perfect for hot summer days with operation up to 109˚F

SPOT6800

UPC 8-42149-09118-7

POWER SUPPLY 115V 60Hz

COOLING CAPACITY (BTU/HR.) 5,300

WATER TANK CAPACITY (PTS.) 6.3

AIR VOLUME (CFM) 135

NOISE LEVEL 52 db

CONTINUOUS DRAINAGE Yes

BUCKET FULL INDICATOR Yes

PRODUCT SIZE (WxHxD) (IN.) 18.5 x 23 x 11.5

PACKING SIZE (WxHxD) (IN.) 22 x 28 x 13

WEIGHT (NET/GROSS) (LBS.) 56.25/62.25

QTY OF 40" HQ (PCS.) 441

REFRIGERANT R410A

OPERATION CONDITION (˚F) 64-109

OUTLET CONFIGURATION 
15 AMP 115V

ADJUSTABLE BLOWER HOSE EXTENDS AND BENDS 
TO DIRECT AIR WHERE NEEDED. 

2 WAYS TO DRAIN

360˚

Continuous drainage 
with 6’ hose included

Easy empty bucket

360˚ Swivel Hose Hose Extends and Bends



EVAPORATIVE 
COOLER 
Evaporative coolers are best used in dry, hot 
climates. By using the power of evaporation  
to cool, these units are an eco-friendly, health 
and cost-effective alternative to traditional  
air conditioning systems. 

These “refrigerant-free” coolers work by 
drawing in warm air across a water-soaked  
media filter. The absorption of heat from the 
water creates cool air, which is then pushed 
out to cool your space. This process uses 
about 75% less energy than a standard AC. 

IDEAL FOR:

• Sun Porches or Covered Decks 

• Residential Homes

• Daycares & Nurseries 

• Schools

• Offices

• Factories and Warehouses

SMALL TO MEDIUM-SIZE
INDOOR OR COVERED AREA 

240 CFM 
(cubic feet per minute)

LARGE TO EXTRA LARGE 
INDOOR OR COVERED AREA 

560 CFM 
(cubic feet per minute)

25 
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PEVP240 PEVP560

UPC 8-42149-02876-3 8-42149-02877-0

POWER SUPPLY (V) 120 120

TANK CAPACITY (GAL.) 4.75 13.2

CFM 240 560

COVERAGE (SQ. FT.) 250 500

FAN SPEEDS 3 3

REPLACEMENT FILTER SIZE (IN.) 133/4 x 101/2 171/4 x 12

UNIT DIMENSIONS (WxHxD) (IN.) 131/4 x 291/2 x 15 181/2 x 413/4 x 151/2

PKG DIMENSIONS (WxHxD) (IN.) 15 x 131/4 x 18 19 x 321/2 x 211/4

WEIGHT (NET/GROSS) (LBS.) 18/23 34/41

OUTLET CONFIGURATION
15 AMP 115V 15 AMP 115V

cubic feet  per minute (CFM)

PEVP560

PEVP240

PEVP560PEVP240

EVAPORATIVE COOLER

REPLACEMENT FILTER

1PEVPF240
UPC  8-42149-09000-5

1PEVPF560
UPC  8-42149-09001-2
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PAMF18

UPC 8-42149-02868-8

POWER SUPPLY (V) 120

CFM 2,400

COVERAGE (SQ. FT.) 500

PLUG TYPE GCFI Safety

LEAKAGE PROTECTION Yes

FAN SPEEDS 3

POWER CORD LENGTH (FT.) 5

UNIT DIMENSIONS (WxHxD) (IN.) 17 x 541/2 x 193/4

PKG. DIMENSIONS (WxHxD) (IN.) 81/4 x 253/4 x 253/4

WEIGHT (NET/GROSS) (LBS.) 18/22

OUTLET CONFIGURATION
15 AMP 115V

18 IN. MISTING FAN
• Weather resistant housing

• Water resistant fan motor 

• Powerful 18” fan blade 

•  Brass misting nozzles produce 
ultra-fi ne cooling mist 

• Oscillates for maximum circulation 

• GFCI safety plug 

Easy to use 
controls 

Garden hose connection 
with water shut-off  valve

5’ power cord including GFCI 
safety plug for safe outdoor use

While a regular fan simply cools the air through a breeze, misting fans can cool 
the air more signifi cantly (10–15 degrees) by releasing water mist in the air.

Misting fans are most effective in hot, dry climates and use much less 
energy than standard air conditioners. The mist produced can also improve 
air quality by reducing dust and smog, great for work sites generating a 
lot of dust particles. Don’t want mist? No problem. The water valve can 
be shut-off to operate the unit as a regular fan when needed.

IDEAL FOR:
• Outdoor Work Areas

• Poolside

• Garages

• Backyards and Front Porches 

• Camping

• Workshops & Warehouses

• Schools, Daycares and Playgrounds

• Special Events 

• Barns 

MISTING FAN
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